SR7H20 THUR SR7H60

SCHOTTKY BARRIER RECTIFIERS

TO-220 AC
FEATURES: 0.415(10.54) 0.154(3.91) g::::::::::
Mo 0.148(3.74) >
e Plastic package Underwriters Laboratory « > DIA _0:065(1.39)

Flammabliity Classification 94V-0 - o187 _7_ 90450149
e Metal sllicon junction ~€:Lj\( —£0.108282) | gq45(3,68)

Malority carrler conduction PA 01350497 | |o.s00014.98)
¢ Low powerloss,high efficlenc 0.660(14.2
. ngh%urrent capc?blllty, low fo‘:ward voltage drop g:;;g(—m g::;‘::;’: z:::%z;, e
¢ High temperature solderingguaranteed: ] 3 ) |

250°C/10seconds, 0.25%(6.35mm)from case 0.16014.08) | 1.148(29.16) o1102.79

O140E) 1.118(28.40) ,_lﬁl
r— | | 0.590(14.22) @54
MECHANICAL DATA ‘ ‘ 0.530(13.48)
Case : JEDEC TO-220AC molded plastic o10826n 4 i
Teminals : Leads solderable per MIL-STD-750 0.095(2.41) -T— M
Method 2026 o eg-_gﬁ‘(z-gg’,
Polarlty : As marked 0.206(5.20)
Mounting Postitlon: Any 0.195(4.95) PIN 1 +
Mounting Torque 5 In - Ibs.max PIN 3Z—~——|J§E

Welght : 0.08 ounce,2.24 grams

Dimensions in inches and (millimeters)

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Rating at 25° C ambient temperature unless otherwise specified.
Single phase half wave, 60 Hz resistive or inductive load.
For capacitive load. derate current by 20 %.

Characteristic Symbol |sR7H20/SR7H30SR7H355R7HAQSR7HA5|SR7H50| SR7H60|  Units
Maximum recurrent peak reverse voltage VRRM 20 30 35 40 45 50 60 Volts
Maximum RMS voltage VRMS 14 21 25 28 32 35 42 Volts
Maximum DC blocking voltage Vbc 20 30 35 40 45 50 60 Volts
Maximum average forward rectified current
at (See Fig. 1) lo 7.5 Amps
Peak forward surge current 8.3ms single half
sine-wave superimposedon rated load IFsm 150 Amps
(JEDEC Method)
Maximum instantaneous forward voltage vV 0.73
(NOTE 2) [F=7.5A F 0.63 . Volts
Maximum instantfaneous reverse Tem 957
current atrated DC blocking = 250C IR 50 UA
voltage (NOTE 2) Tc=125C 10 mA
Typical thermalresistance (NOTE 1) Rin -JC 3.0 ‘C/W
Operating temperature range TJ -65t0+175 T
Storage temperature range TSTg -65t0+175 T
NOTES:
(1)Thermal resistance from junctionto case
(2)Pulse test: 300 us pulse width, 1% duty cycle
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RATINGS AND CHARACTERISTIC CURVES SR7H20 THRU SR7H60

FIG.1 - TYPICAL FORWARD CORRENT DERATING CURVE FIG.2 - TYPICAL FORWARD CHARACTERISTICS
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FIG.3 - MAXIMUM NON-REPETITIVE FORWARD SURGE CURRENT
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